THE UNIVERSITY OF MISSISSIPPI
CAMPUS LIGHTING STANDARDS

LIGHTING ZONE 1 - CAMPUS CORE
DECORATIVE LIGHT FIXTURES AND POLES
(SCONES, ACCENTS, ETC.)

LIGHTING ZONE 2 - PRIMARY VEHICULAR ROADS
DECORATIVE ACCENT POLE LIGHTS
(HILL DRIVE, OXFORD DR, WISTARIOUS DR, FRATERNITY ROW, ETC.)

LIGHTING ZONE 3 - SECONDARY VEHICULAR ROADS
LED 30" - 60" POLE LIGHTS
(NEAR FRATERNITY DRIVE, CHAPEL LANE, ETC.)

LIGHTING ZONE 4 - PARKING LOTS
LED 30" - 60" POLE LIGHTS
(PARKING LOTS)

LIGHTING ZONE 5 - PEDESTRIAN WALKWAYS & CIRCULATION
LED 12" - 18" POLE LIGHTS
(CROSSWALKS)

LIGHTING ZONE 6 - EXTERIOR CROSSING LIGHTING
3" - 6" MOUNTED BOLLARD
(IMMEDIATE TO BUILDING)

CAMPUS LIGHTING
STANDARDS MAP

DATE: JUNE 2015